
STRUCTURE

100% Composite ‐ No Wood Construction

High Density Fiber/Foam Transom

Closed‐Cell Foam Cored Hull

Closed‐Cell Cored Decks 

Carbon Fiber/Kevlar/Fiberglass Laminates

Epoxy Vinyl Ester Resin

Premium UV‐Resistant Gelcoat

Gasket Sealed Compartments

FUEL SYSTEM

Epoxy Coal‐Tarred Aluminum Fuel Tank

Fuel Water Separator

Fire‐Resistant Hoses

S T A N D A R D    F E A T U R E S

HARDWARE
Type 316 Stainless Steel Hardware 

Stainless Steel Pop‐Up Cleats

Stainless Steel Hatch Latches 

Stainless Steel Bow Eye

Stainless Steel Stern Eyes

Stainless Steel Deck Drains

Stainless Steel Transom Boat Drain

Three Spoke Steering Wheel with Assist Knob

PERFORMANCE
Hydraulic Steering

Trim Tabs

Jack Plate

ELECTRICAL
Marine‐Grade Tinned Copper Wiring

Switches with Pop Up Circuit Breakers

12 Volt DC and USB Plug in Switch Panel

LED Navigation Lighting

Heat‐Shrink Sealed Wire Connections

PLUMBING
Double Clamped Hoses

Automatic Bilge Pump with Float Switch

In‐Line Bait Pump Filter

Rule Tournament Bait Pump ‐ 1100gph

Water Pick‐Up with Shut‐Off Ball Valve

P E R F O R M A N C E
250hp                                                                                               50’s mph

300hp                                                                                               60’s mph

350hp 70’s mph

Typical Cruise Economy                                                                  4+ mpg  

All Figures are Subject to Variance

Length                                                                                                    24’11”

Length on Trailer                                                                                    32’6”

Beam                                                                                                           8’3”

Width on Trailer                                                                                         10’

Transom Height 25”

Maximum Horsepower                                                                      400hp

Maximum Persons                                                                                        8

Draft                                                                                                             11”

Fuel Capacity Standard                                                               74 gallons

Fuel Capacity Optional                                                                90 gallons

Weight                                                                                      2,600 pounds

Deadrise 12 degrees

Baitwell 1 Standard                                                                      10 gallons      

Baitwell 2 Standard                                                                      10 gallons

Baitwell 3 Optional                                                                      40 gallons

Anchor Stock Width                                                                                 22”  

Gunnel Height                                                                                            21”

All Figures are Subject to Variance

S P E C I F I C A T I O N S

727-243-6767      @INFO BONEFISHBOATS.COM

, ,1 005 GUNN HIGHWAY      ODESSA     FL     33556

P R I C I N G

250hp Mercury and Aluminum 

Trailer:

300hp Suzuki, Hard Top and 

Aluminum Trailer:

350hp Mercury ProXs, Tower and 

Aluminum Trailer:

$87,386

$98,864

$119,787


